
FIG. 1 


STEP 1 REMOVE POWER STEERING BELT & 
PULLEY. DISCARD PULLEY & BELT BUT RE¬ 
TAIN ATTACHING PARTS. 

STEP 2 REMOVE & DISCARD EXISTING GENER¬ 
ATOR BELT, PULLEY & GENERATOR FAN. RE¬ 
TAIN ATTACHING PARTS. 

STEP 3 REMOVE & DISCARD EXISTING WATER- 
PUMP & CRANKSHAFT PULLEYS BUT RETAIN 
ATTACHING PARTS. RETAIN EXISTING FAN & 
CLUTCH ASM. 

STEP 4 INSTALL PROVIDED POWER STEERING 
PULLEY WITH RETAINED ATTACHING PARTS. 
SEE FIG. 1. 


STEP 5 INSTALL PROVIDED GENERATOR FAN 
& PULLEY, WATERPUMP PULLEY (3 TRACK), 
CRANKSHAFT PULLEY S & EXISTING FAN & 
CLUTCH ASM. Discard (2 track) water- 

pump pulley. 

STEP 6 INSTALL PROVIDED GENERATOR BELT 
ON REAR PULLEYS, COMPRESSOR BELT ON 
CENTER PULLEYS & POWER STEERING BELT 
ON FOR WARD PULLEYS. SEE SCHEMATIC IN 
FIG. 1. UQQ Adjust compressor qn support 
until belt istight, then s ecure nuts at pivot bolt 
& clamping bolt. SEE COMPRESSOR MOUNTING 
SHEET. 
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